Comet Co,, Ltd.

Head Office 4-18-2 Tsuji, Minami Ku, Saitama City,
Saitama Pref 336-0026

TEL 048-839-3131 FAX 048-839-3136

Branches @ Sapporo @ Sendai @ Osaka

http://www.comet-ant.co.jp/

%The contents of this catalog are as on November 2012. Part of the specifications and prices may
change for the purposes of improvement without notice.

%The contents of the diagrams of directional and SWR characteristics within the catalog

may change depending on the conditions or location in which it is installed.

% Please contact our Head Office Engineering Department for Special Order Products.
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1.8-500MHz

W

ST ERLE

1.8-500MHZz¥1It Standing Wave Analyzer
| @A 4500 Vi

@®Frequency Range: 1.8-500 MHz

@®Reactance Range:0-500 Ohms

@®Dimension:89x196x70 (mm)
@®Weight:Approx. 800g

ENGLISH

@ CXMET.

ANTEMNNA

Driven to Perform,In STYLE!

@®Measured SWR Range:Analog 1.0-6.0 LCD 1.0-9.9
@®Impedance Range: 12.5-300 Ohms
@®Resistance Range: 10-500 Ohms

@®RF Connectors:VHF: SO239 type UHF: N type
@®Power Source:6 x AA (Alkaline) or Ni-MH Cells
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— @®Mobile Aluminium Pole

(CP-45 Aluminium Pole sold separately)

@®Through Window Cable

VSWR

Start:300kHz

@®Mobile Quick Pole Stand

@Assembled Length:Maximum 4.5m(4-step) 1.36m(Minimum)
@®Pipe diameter:22~34¢
@Assembly Method:Telescopic @Weight: 1.38kg

Features
Connector Installation Plate. Safety feature implemented to prevent your
hands from getting caught. Strengthened Fixed Screw Type.

@Pipe Catch diameter:34.5¢ @Height when in use:0.85m
@®Dimension when folded: 1.36m

@®Max Leg Radius:Approx. 0.6m @Weight: 1.5kg
@Maximum Installation Weight: 10kg(Wwen no wind)

@Assembly Length:Maximum 6m(5-step) 1.58m(Minimum)
@Pipe diameter:26~42¢
@Assembly Method: Telescopic @Weight:2.48kg

*Lock pin implemented on each step of the CP-80 to prevent
a vertical drop

L

/
/

@Assembly Length:Maximum 8.05m(6-step) 1.72m(Minimum)
@®Pipe diameter:22~42¢
@Assembly Method: Telescopic @Weight: Approx. 3kg

\\\
S

*Lock pin implemented on each step of the CP-80 to prevent

a vertical drop

@®Frequency:DC~1300MHz
®Max Power:HF~50MHz 100W (PEP)
144MHz 60W(F3)
430MHz 50W(F3)
1200MHz 10W(F3)
@V SWR: Below 1.3 Below 500MHz
Below 1.5 Above 500MHz
@®Impedance:50Q
@Insertion Loss:Below 0.5dB(DC~500MHz)
Below 1.3dB(500MHz~900MHz)
Below 1.8dB(Above 900MHz)
@Connector:M-M
@Cable Length:Approx. 50cm
(Connector to Connector)
@Weight: Approx. 132g

Stop:1.5GHz

% The Through Window Cable will allow you to pull cables
indoors without opening any holes in your treasured home!

@®Installable Pole Diameter:34¢~50¢
@®Installable Antenna Weight:
Depends on the standards of the pole used(Approx. 10kg)
@®Main Body Weight:Approx. 4.3kg
@Size: 156xX540x4 16mm(WidthXLengthxHeight)

K Series Cable

The LK/CK Series Car Coaxial Cable has been renewed

and reintroduced as the K Series. s
The Coaxial Cable is now on sale, with a lineup that has g
been further expanded in renewed packaging using the a
high quality, low loss FujiKura Brand as in the past. %
<
&
(0]
. | -
3K153M 1.5 1.5 — 3 MJ-MP 3
3K155M 1.5 3.5 - 5 MJ-MP a
5K104M 1 - 3 4 MJ-MP e
5K105M 1 - 4 5 MJ-MP
5K155M 1.5 — 3.5 5 MJ-MP
5K204M 2 - 2 4 MJ-MP E
5K205M 2 - 3 5 MJ-MP g
5K206M 2 - 4 6 MJ-MP 5
5K207M 2 — 5 7 MJ-MP ®
5K105N 1 - 4 5 NJ-NP
5K105P 1 - 4 5 MJ-NP
FS Series Car Coaxial Cable
@ In the age of highly-evolved car cables, "detachability" is what is being sought after. Introducing the FS Series, now
on sale from Comet. These cables will allow you to flexibly combine the specialized cable on the antenna side with the >
coaxial cable on the radio side in the length that you require. %
I 2
Antenna side(1.5m)+Radio side(3m)=Total length 4.5m o
TO.6M 0.6m ML-FMEJ
Antenna side cable Connection Radio side cable TIM 1.0m ML-FMEJ
L—(H_ T1.5M 1.5m ML-FMEJ 2
T2m 2.0m ML-FMEJ &
T3M 3.0m ML-FMEJ 2
TIN 1.0m NL-FMEJ @
T2N 2.0m NL-FMEJ

F510M 1.0m FMEP-MP
F515M 1.5m FMEP-MP
F520M 2.0m FMEP-MP
F525M 2.5m FMEP-MP
F530M 3.0m FMEP-MP
F535M 3.5m FMEP-MP
F540M 4.0m FMEP-MP
F545M 4.5m FMEP-MP
F555M 5.5m FMEP-MP
F525N 2.5m FMEP-NP
FS30N 3.0m FMEP-NP
F535N 3.5m FMEP-NP
F540N 4.0m FMEP-NP
F545N 4.5m FMEP-NP
FS555N 5.5m FMEP-NP
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TRIPUENER & DUPUVENERMNIAICGCESSORIES

@Upgraded Duplexer (Also supports wideband reception)

=
Various uses are possible by combining Comet's 2-wave or 3-wave duplexer with an antenna. _ £
In addition, Comet's Duplexers supress the mutual interference, not only between each band, but on all bands, by » P @
adopting an increased isolation through the high shielding effect provided by the twin cavity and reducing the i ; >
coupling loop interference between each separated terminal to the extent at which it may be ignored. It is also \ =
effective as a countermeasure against radio jamming, such as TVI, through its internal filter circuit.
<
DUPLEXER CF-530 CF-706 CF-306 (A Type) CF-413(B Type) CF-416 (A Type) 8_?,
Frequency 50/144MHz 28/50MHz 430/1200MHz 144/430MHz ®
Model CF-530 CF-706 CF-360 CF-413 CF-416 @®High Performance Coaxial Switch @High Performance Coaxial Switch
T
o CSW-201G Gold-plated M Type Connector CSW-201GN Gold-plated N Type Connector 3
ype B Type A Type Q
®Frequency Range:DC~600MHz @®Frequency Range:DC~1,800MHz a
@Insertion Loss:DC~B600MHz Below 0.12dB @®Insertion Loss:DC~1,800MHz Below 0.12dB o
Connector @®Max Pass-thru Power: 1500W PEP(DC~30MHz) @Max Pass-thru Power: 1,500W (PEP) at DC~30MHz
1000W PEP(30~150MH2) 500W(PEP) at 30~600MHz
500W PEP(150~600MHz) 150W(PEP) at 600~ 1,800MHz -
) ®No. of Switching Gircuits: 2 Junctions per Circuit @®No. of Switching Circuits:2 Junctions per Circuit X
:gwg%&;g&magﬁﬁﬂi @Input/Output Impedance:500 E"
/20/5tion-DC—BO0MHs Aopros 604E @5 W.R:DC~B00MHz Below 1.2 / 600~ 1,800MHz Below 1.3 5
. . f . (0]
Below 1.3~90MHz 0.2dB | Below 1.3~57MHz 0.4dB |Below 1.3~30MHz 0.2dB | Below 1.3~460MHz 0.2508 | Below 1.3~170MHz 0.15dB @Connector: M @ External Dimensions: 72X 78 X47mm ®lsolation: DC~BE00MHz Approx. 60dB / 600~ 1.800MHz Approx. 45d8
Frequency | Below 125~470MHz 0.3dB | Below 75~550MHz 0.4dB | Below 49~470MHz 0.25dB | Below 840~1400MHz 0.4dB | Below 350~540MHz 0.250B @\Veight:430g ®input/Output Connector:N
Insertion Loss (B40~950MHz, if the individual Features: The CSW-201G is a manual 2 Junction Coaxial Switch in  ®Extemal Dimensions:72(W) X78(L) X47(H)mm
terminal is type M) which high frequency signals are switched over the 50Q line. @®\\Veight:430g
Gold-plated connectors used to reduce contact resistance. Coaxial Q
SWR Below 1.2 for each bandwidth shown above | Below 1.2 for each bandwidth shown above | Below 1.2 for each bandwidth shown abave | Below 1.2 for each bandwidth shown above | Below 1.2 for each bandwidth shown above switch designed with emphasis on the high frequency characteristics (o}
for high frequency signals. The chassis forms a coaxial structure and o
Isolation Over 45dB Over 40dB Over 45dB Over 55dB Over 60dB has the following characteristics.
@®Wide Frequency Range @®Low Pass Through Loss (Insertion Loss)
1.3~30MHz 600W(PEP) | 50MHz 350W (PEP) | 1.3~30MHz 600W(PEP) | 1.3~150MHz 800W(PEP) | 1.3~170MHz 800W (PEP) ®Low SWR
Mex Power | 50/144MHz B0OW(PEP) | 144MHz 350W(PEP) | 50/144MHz B0OW(PEP) | 350~500MHz 500W(PEP) | 350~540MHz 500W(PEP) >
840~1400MHz 200W(PEP) %
=}
5
@®Duplexer/Triplexer[Build To Order] Table &
0]

TRIPLEXER DUPLEXER

Frequency | 144/430/1200MHz 28/50MHz 430/1200MHz >
odel CFX431 CF360B CF413 CF4130 2
(Cable Type) (Cable Type) (Cable Type) (Plug Type) 8

=

E Type F Type

* The above photos are for the CSW-201GN.

Connector . . .
@Compact Mobile Speaker for Communication
@Size: 1 10WXB4HX55Dmm
@®\\eight:278g
1.3~150MHz 0.2dB 1.3~30MHz 600W (PEP) 0.2dB 1.3~460MHz 0.25dB 1.3~460MHz 0.2dB ®Max Power:5W
Frequency 350~500MHz 0.3dB 49~470MHz 600W (PEP) 0.25dB 840~1400MHz 0.4dB 840~ 1400MHz 0.3dB @®Impedance 40
Insertion Loss 840~1400MHz 0.4dB (840~950MHz, if the individual terminal is type M)
(840~850MHz, if the individual terminal is type M)
SWR Below 1.2 for each bandwidth shown above

The specifications shown in the above table are limited to the amateur radio band.
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105mm CMX-ZOO CAT-283 144MHz/430MHz Dual Type
)/‘ pas Range: 1.8~200MH @®Frequency Range: 144~146MHz/430~440MHz
requency Range: 1.8~ z .
‘ _ @Power Measurement Range:0~3KW(HF). O~ 1KW (VHF) @Input Impedance.SlOO
@Power Display Range:30/300/3KW @®0utput Impedance: 15~2000
@Power Measurement Accuracy: £ 10%(when full scale) 93 @Pass-band Power Rating:Below 200W (FM)
:FWRdMeaSUBr%n&ent Range: 1.0~c0 [ mm @Minimum Power at SWR Measurement:Above 6W
mpedance: o . N
| 80 ®Residual SWR:Below 1.2 .nghtmg Power Supply:DC11V~15V Approx. 250mA
mm @®nsertion Loss:Below 0.2dB @Dimensions:W218mmXxXH93(98)mmxD120(152)mm
@Minimum Power at SWR Measurement: Above 6W (Number shown in parentheses includes protrusions)
@Connector:M Type B @\Weight: Approx. 1.4kg
2 @Power Supply for Lighting:DC11~15V Approx. 225mA ‘
@Dimensions:W120XxH80(85)xD105(125)mm 218mm
‘ *%Number shown in parentheses includes protrusions
120mm @®\Weight: Approx. 623g
200 ‘
@Freguency Range: 140~525MHz - e T - @Frequency Range: 1.8~60MHz
y @Power Measurement Range:0~200W (VHF/UHF) TRTUNE CHh*MET X TUNE @®Band: 11 Band
@®Power Display Range:30/60/200W R 56 s s .
@Power Measurement Accuracy: + 10%(when full scale) i ®input Impedance.S.OQ
@S\WR Measurement Range: 1.0~ @®0utput Impedance: 10~6000
80 @mpedance:500Q 73% @Pass-band Power Rating:Below 300W (SSB)
mm @Residual SWR:Below 1.2 @Minimum Power at SWR Measurement: Above 6W
@insertion Loss:Below 0.2dB Lighting Power Supply:DC11V~15V A 250mA
@Minimum Power at SWR Measurement: Above 6W :Dg g ‘WESSDV xH93(98) XDSFEC)SC(24;)
@Connector:M Type imensions: : mm : mm : mm
A @Lighting Power Supply:DC11~15V Approx. 225mA X (Number shown in parentheses includes protrusions)
@Dimensions:W120xH80(85) XD105(125)mm @Weight: Approx. 2.7kg
120mm %Number shown in parentheses includes protrusions
@\Weight: Approx. 623g
Antenna Couplers " g
: . . : @®Dimensions:
120 f e W481 (%423)mmXxH200mmXxD307mm
mm ¥ Chassis Section without the Front Panel
J/ (Does nat include the size of the protrusions)
| CAT-10 —200 " @weignt:Approx. 11ke
_ @Supports 3kW(SSB) Input
TUNING 1 u:‘ NG 2 & 'lun‘mo'a @Frequency Range  3.5~50MHz(includes WARG band) @Manual Adjustment of Variable Inductor,
] 2 s L 58 @®Band: 7 Band Variable Condenser
42 2 mm @Input Impedance:50~600Q0 @Coaxial Type, Wire Type Supports both
@0Output Impedance:500 antennas
| OUPLER CAT-10 @®Pass-band Power Rating:Below 10W(CW) B2
- @Dimensions:W162XH58% 120mm @Rack Mount(JIS, 19 Inches)
@®\Weight:900g Dual Support Front Panel
162mm @Additional Circuit: Tuning Indicator (LED Tuning Display) 480mm @Input/Output Connector:N Type

%Limited Edition. Please check availability.
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AGCCESSORIES

Comet Income Series

Comet Income Series: Wide range in variation to
satisfy numerous situations, such as amateur
radios, motorbike radios, etc.
Suitable for leisure/business use.

% Please note that the photo shown may change, subject to changes
in specifications.

CEM100

Plug Shapes and their Corresponding Manufacturers

Comet’ s Income Series Plug Shapes vary based on the equipment manufacturer. Please check at the time of purchase.

@Y Type---for YAESU L Type 4P no screws
®YL Type
@K Type:eseeees for KENWOOD
@F Type+--for ICOM/ALINCO
®9P Type *-+-for ICOM

®1 Type - for ICOM

STANDARD VX-6-VX-7.4P with screws

AGCCESSORIES

CEM100F-K-Y-YL-YS-I

Perfect for Amateur/Specified Low Power Radios (SLPR).

Thick cables adopted for added durability.
@®\Microphone

Type:Condenser Directional Characteristic: Omni-directional
Frequency Characteristic: 20Hz~20KHz
Sensitivity:-40+2dB

@Earphone

Type:Dynamic Impedance:320

Frequency Characteristic:450Hz~20KHz

Maximum Output:50mW

CEM-150F:-K-Y-YL
Earphone & Microphone
@®Microphone

Canal Type
Type:Condenser

Directional Characteristic:Omni-directional
Frequency Characteristic: 20Hz~20KHz
Sensitivity:-40+2dB

@Earphone

Type:Dynamic Impedance:32Q

Frequency Characteristic:450Hz~20KHz
Maximum Output:50mW

CEM200F-K-Y-YL-I

Ear Loop

H 20 Loop Shape Type (Hard to slip off)

PTT Switch:Unlockable Type
@®Microphone
Type:Condenser Directional Characteristic: Omni-girectional
Frequency Characteristic:20Hz~20KHz
Sensitivity:-40+2dB
@Earphone
Type:Dynamic Impedance:32Q

Frequency Characteristic:300~7500Hz
Maximum Output:500mW

CNM30OF:K-Y-YL

Headset
Neck Type(Robust, Hard-to-break Neck Section)
PTT Switch:Slide Lock Type

@®\Microphone

Type:Condenser Directional Characteristic: Omni-directional
Frequency Characteristic:20Hz~20KHz
Sensitivity:-40+2dB

@Earphone

Type:Dynamic Impedance:32Q0)
Frequency Characteristic:450Hz~20KHz
Maximum Output:30mW

CEM450F K.Y YL

Perfect for Amateur/Specified Low Power Radios (SLPR).
Thick cables adopted for added durability.
No discomfort even after extended use.

@®Microphone

Type:Condenser Directional Characteristic:Omni-directional
Frequency Characteristic:20Hz ~20KHz
Sensitivity:-40+2dB

@®Earphone

Type:Dynamic Impedance:110Q
Frequency Characteristic: 750~9300Hz
Maximum Output:30mW

CTM480F-K-Y-YL

Perfect for Survival Games,
including Motorbiking and Paragliding!
Improved Clarity.

#%The clarity may differ depending on the position in which the microphone is attached.

@SSP

Type:Magnetic Oscillator
Freguency Characteristic:
1.2~12KHz

Impedance:
110Q(KENWOQOD),16Q (Other)

Connecton Tevminal‘for
External PTT Switch

PTT Switch
4 Acoustic
Tubes
adopted.
/ Softened
Audio Quality.

@MIC

Type:Condenser
Directional Chracteristics:
Non-directional

Frequency Characteristic:
B50Hz~12KHz

Sensitivity: —45+2dB

Easy to Talk
Easy to Wear

@PTT Slide Lock Type It's Stylish

2P for external PTT
(for 2.5¢ Jack included)

No discomfort even after extended use.
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AGCGGCESSORIESNAGCGGCESSORIES

CEM-EX1F-K-Y-YL

Connector and Microphone with the
freedom to choose your own Earphone

External Earphgne
Terminal 3.5¢

14

@®Microphone
Type:Condenser
Directional Characteristic:Omni-directional
Frequency Characteristic:20Hz~20KHz
Sensitivity:-40+2dB

@PTT:Slide Lock

PS8F (External PTT Switch)

External PTT Switch
Exterior for your fingers
“Perfect for hang-gliders”
Unlockable Type

External PTT Option
Plug Diameter:2.5¢

Microphone

HM-SOF:K:Y+YL:| Speaker Microphone

Despite its compact size, emphasis on audio quality.
More compact in comparison with our past products!

@SSP

Type:Dynamic

Impedance:80Q

Maximum Input:200mw

Karl Code:0.5~1.5m 64
Speaker Diameter:28m/m mm
@MIC

Type:Electret Condenser

Directional Characteristics:
Omni-directional

Impedance: 1KQ

@Earphone Jack included--2P(3.5¢)

SSnﬁm

N\

2.5¢

External PTT
Terminal

6 Types of Earphones to choose from!

/N Can be used for
y various purposes as
\\ you can
- choose the earphone
that best matches the
activity.
CEP400F CEP500F
H25F H200F H250F

PS8 (External PTT Switch)

External PTT Switch
Round Exterior

“for Motorbikes/Backpacks”

Unlockable Type
External PTT Option
Plug Diameter:2.5¢

HM-M40 Pin Type Microphone

@PTT Switch & Rotary Clip included @Cord Length:Tm

@2.50¢ Plug included

DPR Series (for ICOM 9-pin Jack Units ONLY)
CEM100DPR Earphone & Microphone

HM-S9DPR Speaker Microphone

@The sound is great owing to the use of the 36mm speaker.

@CEasy-to-use design which fits comfortably into your hand.

@Includes a 360° Rotary Clip. Very convenient when used
attached to your clothing.

@Even in noisy environments, you can still enjoy clear reception
through your earphones as it comes with an earphone jack.

@Suitable for active use as it can be attached directly to the ear.
@Can be used in either the left or right ear.
@The PTT Switch is an Unlockable Type.

CEP500F K pPAT.P

Stay actively engaged as it will not cover your ears
when attached!!

Softened audio gquality through

the adoption of the Acoustic Tube.

No discomfort even after extended use!!

Silicon Gel Ear Mold
#Includes 2 pieces, for left and right

AttachLent Ei

#Please attach in the direction
as shown in the photo.

(K Type)

@Type:Magnetic Type @Frequency Characteristic:750~9300Hz
@®Maximum Output:30mW @Impedance:110Q

H-200F-K
H-200F (50cm)K (50cm)

OF Type:3.5¢ Plug
K Type:2.5¢ Plug
@®Impedance: 320
@Maximum Input:0.5W
@Cord Length:0.9m
(Standard Length)

(K Type)

CEP400F -K

Acoustic
Tube Earphone Type
(No discomfort even after extended use)

@®Earphone

Type:Dynamic Impedance:1100Q
Frequency Characteristic: 750~9300Hz
Maximum Output:30mW

(K Type)

Earphones

H250F K PAT.P

(F Type)

Can be used in either ear, left or right,

as the cord section will rotate 360 degrees!
Flexibly deformable hook section.

Adjustable to the shape/size of your ear.

@®Type:Dynamic @Frequency Characteristic:20KHz
@®Maximum Output:50mW @Impedance:320

/
\

H25F-K:F(50cm)

Ear Hook Type Earphone

@Type:Dynamic
@Impedance:320 @Frequency Characteristic:450Hz~20KHz
@Maximum Output:30mW

* (K50cm Type)
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